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ALL WORK:- SHALL CONFORM TO THE "STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION" (SSPWC) AND
THE "STANDARD DETAILS FOR PUBLIC WORKS CONSTRUCTION™ (SDPWC) AS ADOPTED BY CARSON CITY. THE
CONTRACTOR SHALL OBTAIN A PERMIT FOR PUBLIC WORKS CONSTRUCTION FROM THE CARSON CITY PERMIT CENTER
PRIOR TO THE START OF GONSTRUCTION.
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ALL TRAFFIC CONTROL AND BARRICADING WITHIN THE CARSON CITY RIGHT—OF-WAY SHALL CONFORM TO SECTION
100.33, 332.04 AND 332,05 OF THE STANDARD SPECIFICATIONS, PART VI OF THE MANUAL ON UNIFORM TRAFFIC
CONTROL DEVICES, LATEST EDITION, AND THE UNR T2 CENTER, TEMPORARY TRAFFIC CONTROL GUIDELINES LATEST
EDITION. A TRAFFIC CONTROL PLAN MUST BE SUBMITTED AND APPROVED BY THE CARSON CITY ENGINEERING DIVISION
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PRIOR TO ANY STREET CLOSURES.
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THE CONTRACTOR SHALL CALL UNDERGROUND SERVICE ALERT "CALL BEFORE YOU DIG” (811) OR (1-800-227-2600)
AT LEAST TWO (2) WORKING DAYS PRIOR TO START OF CONSTRUCTION AND COMPLY WITH THE REQUIREMENTS OF NRS
AND NAC 455 THROUGHOUT THE COURSE OF THE WORK, SEWER SERVICE LATERALS ARE NOT OWNED OR MARKED BY
CARSON CITY.

DEER RUIN RD,
|

C.

THE CONTRACTOR SHALL CALL THE CARSON CITY ENGINEERING DIVISION (887-2300) TWO (2) WORKING DAYS PRIOR TO
THE START OF CONSTRUCTION. THE CONTRACTOR SHALL CALL ONE (1) WORKING DAY PRIOR TO REQUIRED INSPECTIONS
AND TESTING. THE REQUIRED INSPECTIONS AND TESTING ARE LISTED ON THE INSPECTION RECORD ISSUED WITH EACH
PERMIT. THE CONTRACTOR MUST HAVE THE PERMIT NUMBER AND THE DESCRIPTION LISTED ON THE INSPECTION
RECORD TO SCHEDULE REQUIRED INSPECTIONS AND TESTING, FOR CITY CONTRACTED PROJECTS, THE CONTRACTOR
SHALL SCHEDULE INSPECTIONS PER THE CONTRACT DOCUMENTS.

Construction Codes -~
APPLICABLE CODES FOR THIS PROJECT ARE THE 2006 IBC, 2006 UPC AND 2005 NEC.
Snow Load - 30 PSF
Wind Load — 100 MPH (3~Gust), Exposure C
L | Seismis Zone - Do
| 2006 IBC Table 16—K Occupancy Category — 1
pa Essential Facilities
S AWWA D100-05

OJECT \

LOCATION J

99 Koontz Lane | §
arson City, NV 8

FINAL INSPECTIONS WILL BE PERFORMED BY CARSON CITY ENGINEERING DIVISION ACCORDING TO THE CARSON CITY
INSPECTIONS AND TESTING PROCEDURES. NOTE: THESE PROCEDURES REQUIRE SUBMITTAL OF RECORD DRAWING PRINTS
BY THE CONTRACTOR AND 10 WORKING DAYS TO PREPARE A FINAL PUNCH LIST. ALL CONDITIONS OF THE FINAL
INSPECTION MUST BE COMPLETED PRIOR TO FINAL ACCEPTANCE OR ANY APPROVAL OF A CERTIFICATE OF OCCUPANCY
BY THE CARSON CITY ENGINEERING DIVISION.

SOUTH EDMONDS DR.
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MODIFICATIONS TO THE APPROVED PLANS REQUIRES REVIEW AND APPROVAL BY THE CARSON CITY ENGINEERING
DIVISION. WORK PERFORMED WITHOUT WRITTEN. APPROVAL BY CARSON CITY ENGINEERING WILL REQUIRE REMOVAL AT
THE CONTRACTORS EXPENSE.
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THE APPROVED PLAN, PERMIT AND INSPECTION RECORD MUST BE ON THE JOB SITE AT ALL TIMES.
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PLAN APPROVAL FOR SEWER AND WATER CONSTRUCTION SHALL EXPIRE ONE YEAR FROM DATE OF APPROVAL UNLESS
CONSTRUCTION HAS BEEN INITIATED. (CCMC 12.06.180F, 12.01.140D)

THE CONTRACTOR WILL BE SOLELY AND COMPLETELY RESPONSIBLE FOR ACQUIRING A STORMWATER
DISCHARGE PERMIT FROM THE NEVADA DIVISION OF ENVIRONMENTAL PROTECTION (NDEP) INCLUDING
DEVELOPING, SUBMITTING AND IMPLEMENTING A STORM WATER POLLUTION PREVENTION PLAN (SWPPP). THE
CONTRACTOR SHALL DEVELOP, PLACE AND MAINTAIN STORM WATER PROTECTION DEVICES IN COMPLIANCE
WITH THE NEVADA CONTRACTORS FIELD GUIDE FOR CONSTRUCTION SITE BEST MANAGEMENT PRACTICES
(JUNE 2008).

10. THE LOCATION OF EXISTING UTILITIES SHOWN ON THESE DRAWINGS IS BASED ON THE BEST INFORMATION
AVAILABLE TO THE ENGINEER. T SHALL BE THE CONTRACTORS' RESPONSIBILITY TO VERIFY THESE LOCATIONS
AT THE PROPOSED POINTS OF CONNECTIONS AND IN AREAS OF POSSIBLE CONFLICT WITH NEW UTILITY
INSTALLATION, PRIOR TO BECINNING CONSTRUCTION. POTHOLING IS REQUIRED. SHOULD THE CONTRACTOR FIND
ANY DISCREPANCIES BETWEEN THE CONDITIONS EXISTING IN THE FIELD AND THE INFORMATION SHOWN ON THESE
DRAWINGS, HE SHALL NOTIFY THE ENGINEER BEFORE PROCEEDING WITH CONSTRUCTION.
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PROJECT No. 06

11.  THE CONTRACTOR WILL BE SOLELY AND COMPLETELY RESPONSIBLE FOR THE CONDITIONS OF THE JOB SITE,
INCLUDING SAFETY OF ALL PERSONS AND PROPERTY DURING PERFORMANCE OF THE WORK. THIS REQUIREMENT
WILL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR THE DBESIGN AND CONSTRUCTION OF PROPER SHORING OF TRENCHES IN ACCORDANCE WITH
OCCUPATIONAL SAFETY LAWS. THE DUTIES OF THE ENGINEER DO NOT INCLUDE REVIEW OF THE ADEQUACY OF
THE CONTRACTOR’S SAFETY IN, ON, OR NEAR THE CONSTRUCTION SITE.
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12. SHOULD IT APPEAR THAT THE WORK TO BE DONE, OR ANY MATTER RELATWE THERETO, 1S NOT SUFFICIENTLY
DETAILED OR EXPLAINED ON THESE PLANS, THE CONTRACTOR SHALL CONTACT THE ENGINEER FOR SUCH

FURTHER EXPLANATIONS AS MAY BE NECESSARY.

ey Tres. e costly. WEEK PRIOR TO MOBILIZATION TO PROVIDE THE OPPORTUNITY
FOR A TRIBAL MONITOR TO BE ON SITE TO MONITOR SURFACE
DISTURBING ACTIVITIES AUTHORIZED BY THE BLM EASEMENT
AGREEMENT.

r N THE CONTRACTOR SHALL CONTACT DARRELL CRUZ (265-8600
/ / [Calbeiore yoUDIg | OF THE WASHOE TRIBE OF NEVADA AND CALIFORNIA, 1 (ONE

13.  ALL PVC WATER PIPELINES ARE TO BE DISINFECTED ACCORDING TO AWWA STANDARD €851 PER NAC 445A.67145
(8)(a) AND PRESSURE TESTED ACCORDING TO AWWA STANDARD C605 PER NAC 445A.67145 (7)(b). WATER
STORAGE TANK DISINFECTION SHALL BE IN ACCORDANCE WITH AWWA CB52. DISPOSAL OF HEAVILY CHLORINATED
WATER MUST BE COORDINATED WITH NDEP WATER POLLUTION CONTROL.

FOR BIDDING PURPOSES ONLY

\_ 1-800-227-2600

APPLICATION NO. __10—143
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ALL WORK SHALL CONFORM TO THE "STANDARD SPECIFICATIONS FOR PUBLIC WORKS
CONSTRUCTION™ (SSPWC) AND THE "STANDARD DETAILS FOR PUBLIC WORKS CONSTRUCTION”
(SDPWC) AS ADOPTED BY CARSON CITY. THE CONTRACTOR SHALL OBTAIN A PERMIT FOR PUBLIC
gggg%gggg&ﬁUCﬂON FROM THE CARSON CITY PERMIT CENTER PRIOR TO THE START OF

ALL TRAFFIC CONTROL AND BARRICADING WITHIN THE CARSON CITY RIGHT—-OF—-WAY SHALL CONFORM
TO SECTION 100.33, 332.04 AND 332,05 OF THE STANDARD SPECIFICATIONS, PART VI OF THE MANUAL
ON UNIFORM TRAFFIC CONTROL DEVICES, LATEST EDITION, AND THE UNR T2 CENTER, TEMPORARY
TRAFFIC CONTROL GUIDELINES LATEST EDITION. A TRAFFIC CONTROL PLAN MUST BE SUBMITTED AND
APPROVED BY THE CARSON CITY ENGINEERING DIVISION PRIOR TO ANY STREET CLOSURES.

THE CONTRACTOR SHALL CALL UNDERGROUND SERVICE ALERT "CALL BEFORE YOU DIG" (811) OR
(1-B00-227-2600) AT LEAST TWO (2) WORKING DAYS PRIOR TO START OF CONSTRUCTION AND
COMPLY WITH THE REQUIREMENTS OF MRS AND NAC 455 THROUGHOUT THE COURSE OF THE WORK,
SEWER SERMICE LATERALS ARE NOT OWNED OR MARKED BY CARSON CITY.

THE CONTRACTOR SHALL CALL THE CARSON CITY ENGINEERING DIVISION (887-2300) TWO (2)
WORKING DAYS PRIOR TO THE START OF CONSTRUCTION. THE CONTRACTOR SHALL CALL

ONE (1) WORKING DAY PRIOR TO REQUIRED INSPECTIONS AND TESTING. THE REQUIRED
INSPECTIONS AND TESTING ARE LISTED ON THE INSPECTION RECORD ISSUED WITH EACH PERMIT.
THE CONTRACTOR MUST HAVE THE PERMIT NUMBER AND THE DESCRIPTION LISTED ON THE
INSPECTION RECORD TO SCHEDULE REGUIRED INSPECTIONS AND TESTING. FOR CITY CONTRACTED
PROJECTS, THE CONTRACTOR SHALL SCHEDULE INSPECTIONS PER THE CONTRACT DOCUMENTS.

FINAL INSPECTIONS WILL BE PERFORMED BY CARSON CITY ENGINEERING DIVISION ACCORDING

TO THE CARSON CITY INSPECTIONS AND TESTING PRCCEDURES. NOTE: THESE PROCEDURES REQUIRE
SUBMITTAL OF RECORD DRAWING PRINTS BY THE CONTRACTOR AND 10 WORKING DAYS TO PREPARE
A FINAL PUNCH LIST. ALL CONDITIONS OF THE FINAL INSPECTION MUST BE COMPLETED PRIOR TO
FINAL ACCEPTANCE OR ANY APPROVAL OF A CERTIFICATE OF OCCUPANCY BY THE CARSON CITY
ENGINEERING DIVISION.

MODIFICATIONS TO THE APPROVED PLANS REQUIRES REVIEW AND APPROVAL BY THE CARSON CITY
ENGINEERING DIVISION. WORK PERFORMED WITHOUT WRITTEN -APPROVAL BY CARSON CITY
ENGINFERING WILL REQUIRE REMOVAL AT THE CONTRACTORS EXPENSE.

THE APPROVED PLAN, PERMIT AND INSPECTION RECORD MUST BE ON THE JOB SITE AT ALL TIMES.

PLAN APPROVAL FOR SEWER AND WATER CONSTRUCTION SHALL EXPIRE ONE YEAR FROM DATE OF
APPROVAL UNLESS CONSTRUCTION HAS BEEN INITIATED. (CCMC 12.06.180F, 12.01.140D)

THE CONTRACTOR WiLL BE SOLELY AND COMPLETELY RESPONSIBLE FOR ACQUIRING A
STORMWATER DISCHARGE PERMIT FROM THE NEVADA DIVISION OF ENVIRONMENTAL PROTECTION
(NDEP) INCLUDING DEVELOPING, SUBMITTING AND IMPLEMENTING A STORM WATER POLLUTION
PREVENTION PLAN (SWPPP). THE CONTRACTOR SHALL DEVELOP, PLACE AND MAINTAIN

STORM WATER PROTECTION DEVICES IN COMPLIANCE WITH THE NEVADA CONTRACTORS FIELD
GUIDE FOR CONSTRUCTION SITE BEST MANAGEMENT PRACTICES (JUNE 2008).

NO.

REVISION |DATE |STANDARD DETAIL FOR PUBLIC WORKS CONSTRUCTION | SECTION

CARSON CITY

DRAWING NO.
C~1.1.1

DATE

APPROVED BY: ﬂ 7/08 | 7/2009
£

WATER MAIN SHUTDOWNS/INTERRUPTION OF WATER/FIRE SERVICE; OBTAIN TENTATIVE APPROVAL FROM
CARSON CITY WATER UTILITY PRIOR TO PLANNING A SHUTDOWN. APPROVAL IS REQUIRED ONE
WORKING DAY PRIOR TO NOTIFICATION OF CUSTOMERS. COMMERCIAL CUSTOMERS SHALL RECEIVE 2
WORKING DAYS WRITTEN AND VERBAL NOTICE OF A SHUTDOWN, SPECIAL ARRANGEMENTS INCLUDING
NIGHT TIME SHUTDOWNS MAY BE REQUIRED OF THE CONTRACTOR TO ACCOMMODATE CUSTOMER
OPERATIONS. RESIDENTIAL CUSTOMERS SHALL RECEIVE 24 HCURS WRITTEN NOTICE. WHEN WORK IS
PERFORMED BY CITY STAFF, THE CITY IS RESPONSIBLE FOR THE NOTIFICATION, THE CONTRACTOR IS
RESPONSIBLE IN ALL OTHER CASES. A LIST SHALL BE KEPT BY THE RESPONSIBLE PARTY LISTING THE
DATE, TIME AND ADDRESS OF ALL PERSONS NOTIFIED. THE PERSON NOTIFIED SHALL BE INCLUDED ON
THE LIST FOR ALL COMMERCIAL CUSTOMERS. CONTACT CARSON CITY WATER UTILITY FOR PHONE
NUMBERS WHEN COMMERCIAL CUSTOMERS CANNOT BE LOCATED. THE CONTRACTOR WILL BE SUBJECT
TO DAMAGE CLAIMS SHOULD THEY FAIL TO NOTIFY CUSTOMERS OR MAINTAIN DOCUMENTATION OF
NOTIFICATION OF CUSTOMERS. THE TOTAL TIME OF ANY WATER SERVICE INTERRUPTION IS LIMITED TO
4 HOURS MAXIMUM. THE CONTRACTOR SHALL NOT OPERATE ANY EXISTING WATER VALVES. WATER
MAIN SHUTDOWNS WILL ONLY BE SCHEDULED FOR TUESDAYS, WEDNESDAYS, OR THURSDAYS,
EXCLUDING THE WORKING DAYS BEFORE AND AFTER A HOLIDAY. CONTRACTOR SHALL MAKE A
WRITTEN REQUEST, 70 THE WATER OPERATIONS CHIEF, A MINIMUM OF 10 CALENDAR DAYS IN
ADVANCE OF ANY PLANNED SHUTDOWN.

WATER MAINS (6 INCH THRU 12 INCH) SHALL BE PVC C900, DR 18 (MINIMUM WALL THICKNESS)
UNLESS HIGHER PRESSURE IS SPECIFIED ON THE PLANS. WATER SERVICES 2 INCHES OR LESS SHALL
BE CTS, PE TUBING MINIMUM 200 PSi; WATER SERVICES 3 INCHES OR GREATER SHALL BE 4 INCH
MINIMUM DIAMETER PVC €800, DR 18 OR AS SPECIFIED ON THE PLANS.

MAINTAIN 18 INCHES VERTICAL AND 5 FEET HORIZONTAL SEPARATION BETWEEN ALL UNDERGROUND
UTILITY LINES AND WATER LINES. IF WATER LINE IS BELOW POWER LINE OR IS WITHIN 18 INCH
VERTICAL SEPARATION OF POWER LINE, POWER/TELEPHONE LINE SHALL BE ENCASED WITH 4 INCHES
MINIMUM OF CONCRETE EXTENDING 5 FEET EACH SIDE OF CROSSING. (SEE NV ENERGY SPECS.)
CONCRETE ENCASEMENT OF WATER LINES 1S NOT ALLOWED.

ALL HOT TAPS, GREATER THAN 2 INCHES AND LESS THAN 14 INCHES, ARE TO BE PERFORMED BY
CARSON CITY WATER UTILITY. THE CONTRACTOR SHALL CONTACT THE WATER OPERATIONS CHIEF AT
LEAST 2 WORKING DAYS PRIOR TO SCHEDULING HOT TAP DATE AND TIME (HOT TAPS ARE PERFORMED
TUESDAY THRU THURSDAY EXCLUDING THE WORKING DAYS BEFORE AND AFTER A HOLIDAY). PRIOR
TO HOT TAPPING, THE SADDLE SHALL BE HYDROSTATICALLY PRESSURE TESTED TO 150 PSI MINIMUM
OR THE DESIGN OF PIPE SYSTEM FOR A MINIMUM OF 5 MINUTES., THE TEST SHALL BE PERFORMED IN
THE PRESENCE OF THE WATER UTILITY PERSONNEL PRIOR TO PERFORMING THE TAP,

. WATER VALVE MARKERS SHALL BE BLUE CARSONITE UTILITY MARKER (CUM—375), 5 FEET-2 INCHES

(5'-2") WITH CARSON CITY WATER VALVE DECAL (CWv-116) OR APPROVED EQUAL. PLACE MARKER
NO MORE THAN 5 FEET FROM THE VALVE OR AS DIRECTED BY THE CARSON CITY INSPECTOR.

REDUCED PRESSURE PRINCIPLE AND DOUBLE CHECK VALVE BACKFLOW ASSEMBLIES SHALL BE
APPROVED BY THE CARSON CITY INSPECTOR, AND TESTED BY A CERTIFIED BACKFLOW ASSEMBLY
TESTER, AND TEST RESULTS SHALL BE APPROVED BY CARSON CITY WATER UTILITY. FOR NEW WATER
METER SETS, THE REQUIRED BACKFLOW PREVENTION ASSEMBLY SHALL BE INSTALLED, INSPECTED,
APPROVED AND CERTIFIED TEST RESULTS PROVIDED TO THE CARSON CITY INSPECTOR WITHIN 5 DAYS
OF METER SET, UNLESS THE CARSON CITY ENGINEER OR PUBLIC WORKS DIRECTOR APPROVES
OTHERWISE. THE SERVICE WILL BE LOCKED OFF IF INSPECTIONS AND CERTIFICATIONS ARE NOT
COMPLETED AS SPECIFIED ABOVE. A 25 DOLLAR FEE WILL BE ASSESSED AT TIME OF TURN-—ON WHEN
LOCK IS REMOVED DURING NORMAL WORKING HOURS. THE FEE WILL BE ASSESSED ON THE BUILDING
PERMIT FOR THE INSTALLATION OF THE BACKFLOW DEVICE.

ALL WATER MAIN, WATER/FIRE SERVICE, AND BACKFLOW PREVENTION INSPECTIONS AND TESTING MUST

" BE APPROVED PRIOR TO APPROVAL OF ANY CERTIFICATE OF OCCUPANCY.

DISINFECTION TABLETS SHALL BE PLACED USING TITEBOND MULTI-PURPOSE CLEAR 100%%% SILICONE
OR APPROVED EQUAL FOOD GRADE SILICONE

NO.

REVISION |DATE |STANDARD DETAIL FOR PUBLIC WORKS CONSTRUCTION | SECTION

CARSON CITY

DRAWING NO.
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NOTE:
THE CONTRACTOR SHALL INSTALL AND MAINTAIN STORM WATER PROTECTION
DEVICES IN ACCORDANCE WITH THE "NEVADA CONTRACTORS FIELD GUIDE FOR

CONSTRUCTION SITE BEST MANAGEMENT PRACTICES” TO PROTECT THE NEAREST
STORM DRAIN INLETS DOWNSTREAM OF ALL CONSTRUCTION ACTIVITIES.

E 2297011.58

FENCE

N 14723887.65 /

STORMWATER PROTECTION NOTES:

1. PRIOR TO ANY CONSTRUCTION ACTIVITY, THE CONTRACTOR SHALL INSTALL AND MAINTAIN ALL
STORM WATER PROTECTION DEVICES IN ACCORDANCE WITH THE "NEVADA CONTRACTORS FIELD
GUIDE FOR CONSTRUCTION SITE BEST MANAGEMENT PRACTICES” AND DETAILS AS SHOWN,

2. ALL INSTALLED PROTECTION DEVICES SHALL BE INSPECTED AND APPROVED BY THE CARSON CITY
CONSTRUCTION INSPECTOR PRIOR TO ANY CONSTRUCTION ACTIVITY.

3.  BMP'S IN ADDITION TO THOSE INDICATED ON THE SWPP PLAN MAY BE REQUIRED IF THEY DON'T
MEET LOCAL PERFORMANCE STANDARDS.

4,  ALL BMPs MUST BE INSPECTED WEEKLY, PRIOR TO FORECASTED RAIN EVENTS, AND WITHIN 24
HOURS AFTER ANY EVENT THAT CREATES RUNOFF AT THE SITE.

5.  ACCUMULATED SEDIMENT MUST BE REMOVED FROM BMPs WHEN THE DESIGN CAPACITY HAS BEEN
REDUCED BY 50 PERCENT OR MORE. SEDIMENT MUST ALSO BE REMOVED WITHIN SEVEN DAYS
AFTER A RUNOFF EVENT OR PRIOR TO THE NEXT FORECASTED RAIN EVENT WHICHEVER IS
EARLIER.

6. IF THE ENTRANCE STABILIZATION IS NOT PREVENTING SEDIMENT FROM BEING TRACKED ONTO
PAVEMENT, ALTERNATIVE MEASURES TO KEEP THE STREETS FREE OF SEDIMENT SHALL BE USED.
THIS MAY INCLUDE STREET SWEEPING, AN INCREASE IN THE DIMENSIONS OF THE ENTRANCE, OR
THE INSTALLATION OF A WHEEL WASH.

7.  ANY QUARRY SPALLS THAT ARE LOOSENED FROM THE ENTRANCE STABILIZATION PAD, WHICH END
UP ON THE PAVED ROADWAY SHALL BE REMOVED IMMEDIATELY.

B. CONTRACTOR SHALL INSPECT LOCAL ROADS ADJACENT TO THE SITE DALY, SWEEP OR VACUUM
TO REMOVE ANY MISIBLE ACCUMULATED SEDIMENT.

9.  ANY SEDIMENT THAT IS TRACKED ONTO PAVEMENT SHALL BE REMOVED BY SHOVELING, STREET
SWEEPING OR VACUUMING. THE SEDIMENT COLLECTED BY SWEEPING SHALL BE REMOVED OR
STABILIZED ON SITE. THE PAVEMENT SHALL NOT BE CLEANED BY WASHING DOWN THE STREET,
EXCEPT WHEN SWEEPING IS INEFFECTIVE AND THERE IS A THREAT TO PUBLIC SAFETY. IF IT IS
NECESSARY TO WASH THE STREETS, THE CONSTRUCTION OF A SMALL SUMP SHALL BE
ggN?g)gRED‘ THE SEDIMENT WOULD THEN BE WASHED INTQO THE SUMP WHERE IT CAN BE

NTROLLED

10. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING DUST CONTROL WITHIN THE
CONSTRUCTION LIMITS AT ALL TIMES.

11, STORM DRAIN INLET PROTECTION SHALL BE PLACED ACCORDINGLY ON THE NEAREST INLETS
DOWNSTREAM OF ALL CONSTRUCTION ACTIVITIES.

12, HIGH VISIBILITY ORANGE SILT FENCE SHALL BE INSTALLED PER THE DETAILS SHOWN HEREON, AND
MAINTAINED THROUGH OUT THE PROJECT.

13. THE CONTRACTOR OR HIS QUALIFIED AGENT IS REQUIRED TO ROUTINELY INSPECT ALL AREAS OF
DISTURBED AND BARE SOiL, AREAS USED FOR STORAGE OF MATERIALS AND EQUIPMENT THAT
ARE EXPOSED TO PRECIPITATION, ONSITE VEHICLE ENTRANCE AND EXIT LOCATIONS AND ALL
ONSITE EROSION AND SEDIMENT CONTROL BMPS.

14. ALl BMPs TO REMAIN IN PLACE AFTER GRADING HAS BEEN COMPLETED.

ESTIMATED QUANTITIES:

HIGH VISIBILITY ORANGE SILT FENCE. ... ... .. .965 LF
GRAVEL BAG CHECK DAM . ... ................ 36 LF
STRAW WATTLES . . ... .. ... ............ .24 LF
STABILIZED ROCK ENTRANCE .. .. .. ... ........ 56 CY
LEGEND:

0 O .

HIGH MISIBILITY ORANGE SILT FENCE - ------ -

GRAVEL BAG CHECK DAM - << vccrreremnncnanens NO-0505050505051
STRAW WATTLES ...............................

Py
STABILIZED ROCK ENTRANGE - - rcrvrrerernens *

SPECIAL PERMITTING NOTE:

THE CONTRACTOR SHALL CONTACT DARRELL CRUZ (265-—8600) OF
THE WASHOE TRIBE OF NEVADA AND CALIFORNIA, 1 (ONE) WEEK
PRIOR TO MOBILIZATION TO PROVIDE THE OPPORTUNITY FOR A TRIBAL
MONITOR TO BE ON SITE TO MONITOR SURFACE DISTURBING ACTIVITIES
AUTHORIZED BY THE BLM EASEMENT AGREEMENT.

(Caﬂ before you D;g\

Avoid cutting underground
utility lines. t's costly.

can
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EXISTING PAVED ROADWAY

8"—12" MIN, UNLESS —
OTHERWISE SPECIFIED
BY A SOILS ENGINEER

CRUSHED AGGREGATE GREATER
THAN 2 INCHES BUT SMALLER
THAN 4 INCHES (NO FINES)

ORIGINAL

0= 0700700 GRADE
LR -
X GEOTEXTILE FABRIC

GRAB TENSILE STRENGTH 200 PSI MIN.
GRAB TENSILE ELONGATION 30% MAX.
MULLEN BURST STRENGTH 400 PSI MIN.
AOS 20-45 (U.S. STANDARD SIEVE SIZE)

ECTION B—B
NTS

NOTE:
5 CONSTRUCT SEDIMENT BARRIER
= AND CHANNELIZE RUNOFF TO
& SEDIMENT TRAPPING DEVICE

B
‘—-—-
wOu-u N S T N S m “\.OQ:\)/O ey ——‘[—-——-
I A I b0
A SE 0588 SESOTS |15 FT. (MIN)

o= &
IR QO%QO%QOOOQCE 120000, | PROVIDE FULL WDTH
DrOse %@%ﬁg?@%ﬁo@s OF INGRESS/EGRESS
O E300BRUTIERORRTE | AREA
QEBISRNIISASICIRIIPAEH 1

TEMPORARY PIPE
CULVERT AS NEEDED —B

100 FT (MIN)
e
MATCH EXISTING
EXISTING
GRADE PLAN
NTS

STABILIZED CONSTRUCTION ENTRANCE [ 1)\

NO SCALE

2" MiN,
RLap

0

NZY,

GRAVEL FILLED BAG
1 EACH SIDE (TYP)

FIBER ROLL
876 MIN

STORM DRAIN INLET PROTECTION [ 3\

NO SCALE @

STEEL FENCE POSTS

/— STEEL FENCE POST

WIRE MESH ]
SILT FENCE \

BACKFILL
‘ ©
7 pomon NHL
BACKFILL AFTER =EE |
INSTALLING SILT © —
Q\y ﬁ %pﬂ © f
X ™
o CUTOFF TRENCH
CUTOFF TRENCH
Y |

NO SCALE G 4

NOTE:

THE CONTRACTOR MAY USE MANUFACTURED SILT FENCING IN LIEU
OF THE ABOVE, SUBJECT TO SUBMITTAL OF MANUFACTURER’S
DATA SHEETS TO THE ENGINEER FOR APPROVAL.

TYPICAL SILT FENCE INSTALLATION [/ 2\
\G4/

END POINTS 'A” MUST
BE 6" HIGHER THAN
FLOW LINE POINT 'B’

POINT "B’ rd
=
\am

POINT 'A’

PLACE KEYED GRAVEL
NOTE: BAG 1" PAST POINT "A’

INSTALL FIBER ROLL
ALONG A LEVEL CONTOUR.

4" RIP RAP
8" MIN DEPTH

GRAVEL BAGS MUST BE @ FLOWLINE
PLACED SUCH THAT NO
GAPS ARE EVIDENT

GRAVEL BAG CHECK DAM
DETAI

GRAVEL BAGS MUST BE p
PLACED SUCH THAT NO POINT “A
GAPS ARE EVIDENT

\ POINT "B’

\\\\ 4” RIP RAP
l o

SECTION A-A

GRAVEL BAG CHECK DAM/ 4\

VERTICAL SPACING
MEASURED ALONG THE
FACE OF THE SLOPE

VARIES BETWEEN
8 - 20

INSTALL A FIBER ROLL NEAR
SLOPE WHERE IT TRANSITIONS
INTO A STEEPER SLOPE

TYPICAL FIBER ROLL INSTALLATION

NTS NO SCALE \G_y
NOTES:
1. GRAVEL BAG SILT BARRIER SHALL BE PLACED ON SLOPE CONTOURS TO MAXIMIZE PONDING
EFFICIENCY.
2. GRAVEL BAGS SHALL HAVE THE FOLLOWING CHARACTERISTICS:
. BAG_MATERIAL:
FIBER ROLL BAGS SHOULD BE WOVEN POLYPROPLENE, POLYETHYLENE OR POLYAMIDE FABRIC, MINIMUM UNIT
8°¢ MIN WEIGHTOF 4 OUNCES/YD2, MULLEN BURST STRENGTH EXCEEDING 300 LB/IN2 IN CONFORMANCE

WITH THE REQUIREMENTS OF ASTM DESIGNATION D3786, AND ULTRAVIOLET STABILITY EXCEEDING
70% N CONFORMANCE WITH THE REQUIREMENTS IN ASTM DESIGNATION D4355

BAG_SIZE:

EACH GRAVEL~FILLED BAG SHOULD HAVE A LENGTH OF 18 IN.,, WIDTH OF 12 IN., THICKNESS OF

3 IN.,, AND MASS OF APPROXIMATELY 33 LBS. BAG DIMENSIONS ARE NOMINAL, AND MAY VARY
BASED ON LOCALLY AVAILABLE MATERIALS

»
4!

% FILL MATERIAL:
i 1"%1"x24” WOOD FILL MATERIAL SHOULD BE 0.5 TO 1 IN. CLASS 2 AGGREGATE BASE, CLEAN AND FREE FROM
- STAKES MAX. 4 CLAY, ORGANIC MATTER, AND OTHER DELETERIOUS MATERIAL, OR OTHER SUITABLE OPEN GRADED,
SPACING NON-COHESIVE, POROUS GRAVEL
vV
3. PLACE GRAVEL BAGS SUCH THAT OPENINGS ARE NOT FACING UPSTREAM NO GAPS ARE EVIDENT
BETWEEN BAGS.
ENTRENCHMENT DETA /L 4, INSPECT AND REPAIR FENCE AFTER EACH STORM EVENT AND REMOVE SEDIMENT WHEN
N.T.S. NECESSARY. 9”7 MAXIMUM RECOMMENDED SEDIMENT STORAGE HEIGHT.

5. REMOVED SEDIMENT SHALL BE DEPOSITED TO AN AREA THAT WILL NOT CONTRIBUTE TO SEDIMENT
- OFF~SITE AND CAN BE PERMANENTLY STABILIZED.

(Caﬂ before you D;g\

Avoid cutting underground
utility lines. Its costly.

MDB /DGR

DESIGNED BY:
DRAWN BY:

CARSON CITY
UBLIC WORKS DEPARTMENT

3505 BUTTI WAY CARSON CITY, NEVADA 89701

MDB
NOTED

DWG NO.: 06—-6019~ALT2.dwg

CHECKED BY:
SCALE (HORIZ):
LAYOUT NAME:
PLOT DATE:
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6/9/10

FAX; 887-2112

PH: 887-2355

DESCRIPTION

REV.| DATE

PRISON HILL WATER TANK .#2

\ 1-800-227-2600

TANK CONSTRUCTION PLANS
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PRISON HILL TANK #2
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OF
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- LIMITS OF WORK -

o

EXIST. CHAINLINK™™ =~
FENCE (TYP) (SEE

LIMITS OF WORK

e S . pe— —

. 300°

e - L -
7T T, — — EXIST. 3 MILLION_. ~
N o - GALLON WATER )
e ~ — — _STORAGE TANK -7 SWALE
™~ 7 - s -
B \\\ // // /g/ / L

- L N NOTE: -
- \@@\E)OST. WATER STORAGE TANK AND ALL /7 7

REMOVED, INCLUDING FLOOR SLAB AND

— __FOOTINGS, WHEN NEW TANK IS ON LINE
TAND FULLY OPERATIONAL. SITE SHALL BE y P
RESTORED TO MATCH SURROUNDING / / p -
— NATURAL CONDITIONS. ~ Yy e

/ CARSON CITY)

APPROX. LIMITS OF TEMPORARY :
'SOIL STOCK PILES AND EQUIPMENT

e

~ —EXIST. ALTITUDE
VAUL\T\ ~

R

— ——

SR W

1 : _EXIST. TANK AN®g
g ‘ . EASEMENT PER T
. LIMETST ~ N13400-. - \ ~agn
\ N 14724486.49 .

E 229711827

HV _CONTROL PT 42
N 14724291.34

- E 2297090021 il
ELEV 4857.46 T

Neyraw Tee (FixrLeD) —
COORDINATE WITH ,
| CONSTRUCTION 'MANAGER

/RlP ,RAP DRA NAGE.,-

< A '// o
APPURTENANCES TO BE DEMOLISHED AND”  /~  RELOCATE EXIST. FENCE
/T0 TOP OF SLOPE (BY

E 229741 4¢91

?\ N 1472418316 -

LIMITS OF WORK

- N 1a7zssesis /|
E 2297411.56

,,,,,,

PERIMITER

HV_CONTROL PT #3 - = P < BROW DITCH/ :
N-14724076.20 ‘ - = — s - e : ;
N N 10501 SLOPE
,,,,, ; ‘ . : x
:; ,5{ ¢ ;: Q §
NN E
TYPE 2 AGGREGATE Q o
~"BASE SURFACE \ , . Fwn

“ NEW 3 MILLION -
GALLON WATER -
STORAGE TANK

400

 EXTERIOR CAGED -~
LADDERS :

/
4 \ - RIP—RAP
DISSIPATOR”
(1 0'x1 5 )

TOP SO!L STOC

EQUIPMENT ST RAGE

[EXIST. 20" ACP.

(N 1472430762 -

30: 30,

" 60’ WIDE EASEMENT FOR WATER |- .
 PIPELINE, UNDERGROUND UTILITIES | = ; |
AND ACCESS PER N13400 | ?

SITE PLAN — PRISON HILL WATER TANK #2

SCALE: 1" = 30

NQIE.

1. EXISTING CHAIN LINK SECURITY PERIMETER FENCE TO REMAIN.

2. ALL AREAS DISTURBED DURING CONSTRUCTION, SUPPLEMENTAL ACCESS
CORRIDORS, STORAGE AREAS, STAGING AREAS, AND CONSTRUCTION
AREAS SHALL BE REVEGETATED ACCORDING TO THE BLM RE-SEEDING

REQUIREMENTS.

"LIMITS OF WORK /
- N 14723887.65

,V_,_7420’
E 2297011.58 =~ -

SPECIAL PERMITTING NOTE:"

GRADING PLAN GENERAL NOTES:

1. ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE UNIFORM BUILDING CODE,
OSHA REQUIREMENTS FOR EXCAVATION, SPECIAL REQUIREMENTS OF THE PERMIT,
AND SHALL FOLLOW THE GUIDELINES SET FORTH BY THE GEOTECHNICAL
ENGINEER IN THE REPORT TITLED "GEOTECHNICAL INVESTIGATION FOR PRISON
HILL WATER TANK #2, CARSON CITY, NEVADA" DATED, SEPT. 11, 2009.
VIOLATIONS SHALL RESULT IN THE STOPPAGE OF ALL WORK UNTIL THE
VIOLATION 1S CORRECTED.

2. NO WORK SHALL BE STARTED WITHOUT FIRST NOTIFYING THE CITY INSPECTOR AT

(775)—887-2310 AT LEAST ONE (1) WORKING DAY BEFORE WORK IS
COMMENCED.

3. CUT SLOPES SHALL BE NO STEEPER THAN 1.5 HORIZONTAL TO 1 VERTICAL, FILL
SLOPES SHALL BE NO STEEPER THAN 2 HORIZONTAL TO 1 VERTICAL, OR AS
DETERMINED BY THE SOILS ENGINEER AND APPROVED BY THE CITY.

4. FILLS SHALL BE PLACED IN ACCORDANCE WITH THE REQUIREMENTS OF THE
"STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION” AND THE
CARSON CITY MUNICIPAL CODE HILLSIDE ORDINANCE (WHEN APPLICABLE).

5. THE ENGINEER OF RECORD SHALL PROVIDE THE CITY WITH COPIES OF ALL TEST
RESULTS ON A WEEKLY BASIS AND A BOUND REPORT OF THE TEST RESULTS
AND INSPECTION REPORTS, ARRANGED IN CHRONOLOGICAL ORDER, AT THE
COMPLETION OF THE PROJECT. THE ENGINEER OF RECORD SHALL PROVIDE THE
FQ:)TJOWIWT;\?GAN OPINION REGARDING THE CONSTRUCTION SIMILAR TO THE

ING:

ENGINEER’S OPINION

| HEREBY CERTIFY THAT | AM A LICENSED ENGINEER IN THE STATE OF NEVADA.
TO THE BEST OF MY KNOWLEDGE, INFORMATION AND BELIEF, THE PROJECT WAS
CONSTRUCTED, IN GENERAL CONFORMANCE WITH THE PLANS AND
SPECIFICATIONS, AND IN MY PROFESSIONAL OPINION, IS IN COMPLIANCE WITH
APPLICABLE LAWS, CODES AND ORDINANCES.

6. FILL AREAS SHALL BE CLEARED OF ALL VEGETATION AND DEBRIS, SCARIFIED,
é}![\—lg SE\TQPPROVED BY THE ENGINEER OF RECORD PRIOR TO THE PLACING OF
RIAL.

7. PROTECTIVE MEASURES AND TEMPORARY DRAINAGE PROVISIONS SHALL BE USED
TO PROTECT ADJOINING PROPERTIES DURING CONSTRUCTION OF IMPROVEMENTS.

8. DUST SHALL BE CONTROLLED BY THE CONTRACTOR TO THE SATISFACTION OF
THE CITY AND IN ACCORDANCE WITH THE AIR QUALITY PERMIT FROM THE
NEVADA DIVISION OF ENVIRONMENTAL PROTECTION WHEN REQUIRED.

9. ALL STREETS SHALL BE MAINTAINED FREE OF DUST AND MUD CAUSED BY
GRADING OPERATIONS. ALL OPERATIONS SHALL COMPLY WITH THE
REQUIREMENTS OF THE STORMWATER DISCHARGE PERMIT FROM THE NEVADA
DIVISION OF ENVIRONMENTAL PROTECTION.

10. ALL CESSPOOLS, SEPTIC TANKS, ETC., TO BE ABANDONED SHALL BE FILLED OR
REMOVED IN ACCORDANCE WITH THE STATE OF NEVADA STANDARDS AND
CERTIFIED BY THE ENGINEER OF RECORD.

11. EXISTING WELLS TO BE ABANDONED SHALL BE CAPPED IN ACCORDANCE WITH
THE STATE OF NEVADA DIVISION OF WATER RESOURCES REGULATIONS FOR
WATER WELL AND RELATED DRILLING.

12. THE DEVELOPER’S ENGINEER OR SURVEYOR SHALL SET GRADE STAKES FOR ALL
DRAINAGE DEVICES AND THE CONTRACTOR SHALL OBTAIN INSPECTION BEFORE
PLACING CONCRETE.

13. FINISHED GRADING SHALL BE COMPLETED AND APPROVED, AND SLOPE PLANTING
Agg igﬁf%ATlON SYSTEMS INSTALLED BEFORE ISSUANCE OF A CERTIFICATE OF
OCCUPANCY.

14. NO ROCK OR SIMILAR MATERIAL GREATER THAN SIX INCHES (6”) IN DIAMETER
SHALL BE PLACED IN THE FILL UNLESS RECOMMENDATIONS FOR SUCH
PLACEMENT HAVE BEEN SUBMITTED BY THE SOILS ENGINEER IN ADVANCE AND
APPROVED BY THE CITY.

15. THE SOILS ENGINEER SHALL APPROVE ALL GRADING INCLUDING COMPACTION
SEQLA!REM{I}ENTS AND THE STABILITY OF SLOPES CREATED, EXISTING OR
MAINING.

16. IN THE EVENT OF CHANGES ARISING DURING CONSTRUCTION, THE DEVELOPER
SHALL BE RESPONSIBLE FOR DETERMINING AN ACCEPTABLE SOLUTION AND
REVISING THE PLANS FOR REVIEW AND APPROVAL BY THE CITY. NO CHANGES
IN THE DESIGN SHALL BE PERMITTED UNLESS WRITTEN APPROVALS GIVEN BY
THE PROJECT MANAGER.

17. EROSION CONTROL:
a. IF AN EMERGENCY, CALL:

b. A STANDBY CREW FOR EMERGENCY WORK SHALL BE AVAILABLE AT ALL
TIMES. NECESSARY MATERIALS SHALL BE AVAILABLE ON-—-SITE AND
STOCKPILED AT APPROVED LOCATIONS TO FACILITATE RAPID CONSTRUCTION
agAgEUh/éFDEOSRARY DEVICES OR TO REPAIR DAMAGED EROSION CONTROL

c. AFTER A RAINSTORM, ALL SILT AND DEBRIS SHALL BE REMOVED FROM
CHECK BERMS AND DESILTING FACILITIES. GRADED SLOPE SURFACE
EEST&%’%@N MEASURES DAMAGED DURING THE RAINSTORM SHALL ALSO BE

A .

d. FILL SLOPES AT THE PROJECT PERIMETER MUST DRAIN AWAY FROM THE TOP
OF THE SLOPE AT THE CONCLUSION OF EACH WORKING DAY,

e. A SIX=FOOT BE) HIGH PERIMETER FENCE OR A 24-HOUR GUARD SHALL BE
POSTED ON THE SITE WHENEVER THE DEPTH OF WATER IN A FACILITY

EXCEEDS EIGHTEEN INCHES (18”).

GRADING LEGEND:

THE CONTRACTOR SHALL CONTACT M{ZM&_}_
OF THE WASHOE TRIBE OF NEVADA AND CALIFORNIA, 1 (ONE)
WEEK PRIOR TO MOBILIZATION TO PROVIDE THE OPPORTUNITY
FOR A TRIBAL MONITOR TO BE ON SITE TO MONITOR SURFACE
DISTURBING ACTIVITIES AUTHORIZED BY THE BLM EASEMENT
AGREEMENT.

BASIS OF ELEVATION:

NEVADA DEPARTMENT ON TRANSPORTATION MONUMENT 433005M
2" COPPERWELD SET IN CONCRETE, STAMPED "433005M", 110’
NORTH OF KOONTZ LANE AND 70° WEST OF SOUTH EDMONDS
AVENUE.

ELEVATION = 4749.09' (NAVD88)

BASIS OF COORDINATES:
NAD 83, NEVADA STATE PLANE, WEST ZONE
REFERENCE SHEET C3, FOR SITE GRADING & DRAINAGE

REFERENCE SHEET 7, FOR EXISTING TANK SITE RESTORATION PLAN
REFERENCE SHEET C5, FOR YARD PIPING & EQUIPMENT LAYOUT

FINISH CONTOUR ——4855_

EXIST. CONTOUR T 4850

|
u

DRAINAGE SWALE

FLOWLINE S _

/’“‘\/’\/’\f’\/\\/\f’\
e M NSNS NS

Y Y Y
A A 4

GRADE BREAK
CUT SLOPE (1.5:1)

FILL SLOPE (3:1)

" Call before you Djg

Avoid cutting underground
utility lines. It's costly.

Cal»l

TYPE Il AGG BASE

RIP—RAP DISSIPATOR

CHANLINK FENCE —o o——0
20" PVC

(o]

WATER LINE

FIRE HYDRANT

MDB /DGR
NOTED
SHT-31

8/17/10

MDB

DWG NO.: 06-8019-TANK-SITE.dwg
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PH: 887-2355

FOR CIVIL WORK ONLY

DESCRIPTION

W/ OR
Ihe—x _ 1-800-227-2600

REV. DATE

PRISON HILL WATER TANK #2
TANK CONSTRUCTION PLANS
PROJECT No._06-6019
PRISON HILL TANK #2
SITE PLAN

FOR BIDDING PURPOSES ONLY



Ve ttthes b= Pobe g, SV 0000 TH2T W A DR cphons

P

D Y or ol e Nt

G Fyi

1

CNFRC 0 TEN -

t

f=2
3
<
COORDINATE POINT DATA COORDINATE POINT DATA & B o o
NORTHING | EASTING (& | NORTHING | EASTING AR — IS S BEU N
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DWG NO.: 06-6019-TANK-SITE.dwg

DESIGNED BY:
DRAWN BY
CHECKED BY:
SCALE (HORIZ):
LAYOUT NAME:
PLOT DATE:

I T 7 : s = T0% S NN ' _DRAINAGE SWALE
~~~~~ = 8" HIGH CHAINLINK FENCE \4 ~ T W \\\\( o S5=-1.0%

W/TOP RAIL AND 3 STRANDS -~/ /.
BARBED WIRE.... - /

FAX; 887-2112

~TOP OF
. SLOPE '

“ZFENCE ANGLE
PONT /

- CARSON CITY
[PUBLIC WORKS DEPARTMENT

Z
6" TYPE 2 AGG. BASE
SCARIFY TOP 6" OF NATI
AND RE-COMPACT TO 90%
7 MAX DRY DENSITY :

3505 BUTTI WAY CARSON CITY, NEVADA 89701

PH: 887-2355

ESTIMATED EARTHWORK QUANTITIES: N
// NEW TANK SITE CUT _ _ _ _ _ __ 8,550 CY \

NEW TANK SITE FILL - __ ___ 3,970 CY
N // NEW TANK TOPSOIL FILL - _ _ _ 700 CY

RINGWALL ELEV.=4855.00

N 14724010.93
E 229724971

CENTER OF 3 MILLION GALLON .
WATER STORAGE TANK

\iz+166 (921) . | S A
BEGIN RIP—RAP- SWALE : ‘ e |
" Dsg=6" ROCK |

EXISTING TANK FILL .  _ _ __ _ _ 3,230 CY o
EXISTING TANK TOPSOIL _ _ _ _ _ _ 650 CY !

LIMITS  OF “WORK

EXIST. 3 MILLION GALLON ‘ R R Ve
\\ WATER STORAGE TANK ,, ;,;a

JU— -

58S ‘
FOR CIVIL WORK ONLY

1 RELOCATE -EXIST, FENCE
70 TOP GF SLOPE AS
NECESSARY FOR NEW
LCONSTRUCTION | 4

EXIST. WATER STORAGE TANK AND ALL / LK

APPURTENANCES TO BE DEMOLISHED AND
\ REMOVED, INCLUDING FLOOR SLAB AND

12" INLET/OUTLET
PIPING

/. PIPING .~ S

FOOTINGS, WHEN NEW TANK IS ON LINE

; : A e - W v‘
AND FULLY OPERATIONAL. SITE SHALL BE // » / g A / ‘\ 0

10'x15'x2" THK
Dsg=6" ROCK
FL=4849,00

RESTORED TO MATCH SURROUNDING

\\ NATURAL CONDITIONS.

DESCRIPTION

114+33.9 (10.7L
/EXIST. 12° ACP
. OVERFLOW PIPE

El=4855.67

EXIST. 9'X15'
- ALTITUDE VAULT =1
“  (REMOVE)

XIS, 12° s /4 e
GATE VALVE o A7 O iy by S
(REMOVE)- - /4 . » )

REV.| DATE

EXIST. TANK EASEMENT
PER N13400

{

END 12" OVERFLOW PIPE

30RT)

INSTALL 12"8 REDVALVE

SERIES 35—1 FLAP VALVE P~ >

IE=4848.00

124625

_ ' PROVIDE SMOOTH —
.. TRANSITION TO EXIST.....
+~DIRT ROADWAY o

B vy e |l ALL TOP SOIL FROM THE AREAS TO BE .

e e e DISTURBED. BY THIS SITE GRADING SHALL BE

o REMOVED AND STOCKPILED FOR.PLACEMENT

| (6" MIN) ON FINISH GRADED ‘SLOPES OF 3:1
~AND FLATTER »

// RIP—RAP- SWALE

Dsp =6" ROCK

PROJECT No._06-6019
PRISON HILL TANK

11427.0 (105RT)
w END RIP—RAP SWALE
Dso=6" ROCK

TANK CONSTRUCTION PLANS

PRISON HILL WATER TANK #2

3
o
L
&)
<
y 4
<
o
(]
3
&)
Z
Q
<
o
o
N
=
wn

— — —— e e e ( Callb before you Djg

“LIMITS. 5T WORK™ - [ o stting soserroine

utmty hnas tt’s costly.

. 30 30’

REFERENCE SHEET C2, FOR DETA%LED HOR%ZONTAL CGNTROL PLAN. -
REFERENCE SHEET 7, FOR EXISTING TANK SITE RESTORATION PLAN.J, "
REFERENCE SHEET CS, FOR YARD PIPING F’LAN

SHEET

C3

GRAD'NG & DRA'NAGE PLAN - TANK 2 %%,Isgg GRADE ELE;?A‘;!ONS tNDcCATE; AROUND TAN'l;(f OF

ST TR , SITE PAD ARE TO TOP OF TYPE Il AGGREGATE BASE. \ 1-800-227-2600 ) 17

I 60 WKDE EASEMENT FOR
- WATER PIPELINE,
“e.. .. UNDERGROUND UTILITES
AND ACCESS PER N13400"“-«‘

FOR BIDDING PURPOSES ONLY
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A2E 8338
6' HIGH CHAINLINK & ;, i o SRR
FENCE, LOCATION R
< -
3 MILLION GALLON STEEL Ll IR
—_ EXiST 5 WATER STORAGE TANK = !
“““““ . S O 00 O Ot SRR e
<~ ———=—— _ _ GROUND o o 3 ®
A e M : : m §
N R pl R o>
1 _\BROW DITCH T T e——— | a-_ E Z
C4/i51soE soe N0 oo T TTmmm——— i ; 6' HIGH CHAINLINK i =
(1 DEEP MlN.) et 2 e o £ b s 3 et e i : T i e L VARIES , FENCE. LOCATION o -
T —— 16' MIN, PER PLAN PLACE 6" MIN. TOP SOIL QO o
16.00" RINGWA T —— COVER OVER BERM (TYP) >
FOOT‘NG MMMMM — ‘\ TOP OF GR ADE R‘NG RE"‘VEGETATE pER SPECS. z m 8
- : T T —— jEi.=4855,oa O v =
= = * ===l 30% neg 3§
N DRAIN ROCK BASE, DEPTH —~ “\-SUB-GRADE PREPARATION | VARIABLE SLOPE xo
DRAINAGE SWALE S VARIES FROM 6" AT CONCRETE PER GEOTECHNICAL 21 MAX < >
(" DEEP MIN.) TYPE 2 AGGREGATE RINGWALL TO 12" AT CENTER REPORT TYPE 2 AGG. BASE ; =z 9
BASE PERIMETER COMPACTED TO 95% e e O -
ROADWAY RELATIVE DENSITY GROUND - E oo
TANK SITE WASTE ——- O 51
MATERIAL COMPACTED TO = D
90% (TYP) oD 0 0
TYPICAL SITE_SECTION /A i 3%
L ALL TOP SOIL FROM THE AREAS TO BE - M o
NTS C4 DISTURBED BY THIS SITE GRADING SHALL BE o
REMOVED AND STOCKPILED FOR PLACEMENT
(6” MIN) ON FINISH GRADED SLOPES OF 3:1
AND FLATTER -
g BRETHAUER
e 12/31/10 &
80" EXP _._L__L_
2:_0n . S
12"¢ REDVALVE SERIES
35—1 FLAP VALVE,
BOLTED TO 12"¢
E DISCHARGE PIPE ‘ 10—0" MIN. .
4’__0»
— KEY=IN FILTER FABRIC VN KEY—IN FILTER FABRIC
12" DEEP (TYP ALL 12" DEEP (TYP ALL
EDGES) EDGES)
FINISH FINISH
. 2 GRADE " GRADE
| 3'-0” MIN. . 1’-‘0" , 2 0 §
¢ BROW DITCH MIN. x|= | |
> >|® L
~ 8" MINUS RIP—RAP

8" MINUS RIP—RAP
i Dgg=6" ROCK

\—NON-»WOVEN GEOTEXTILE

FILTER FABRIC

"Dgp =6" ROCK

t

™
30

w
Jw]
m

i 4
MIN

NON—-WOVEN GEOTEXTILE
FILTER FABRIC

MIN,

16

DESCRIPTION

FINISH
GRADE

RIP—RAP SWALE /3

NTS @/

RIP_RAP CHANNEL [ 2
C4

TYPICAL BROW DITCH
NTS

(1
@ NTS

REV.| DATE

\-SCAR}FY AND RECOMPACT
NATIVE TO 90%
RELATIVE DENSITY

DRAINAGE SWALE
(1’ DEEP MIN.)

PR
EXIST. GROUND = =
S <
& X ﬁ N m
ke e 302 z0o
e e e 12”6 DISCHARGE PIPE - = 7 5 e

EDGES) o ©O ‘lo
— Wi—o 0
% 8.2z

16°-0" 6" o] °
?2‘;&«\ TANK 7 I % = & - L g
TYPE 2 AGG. BASE " " 8" MINUS RIP—RAP
smwry | ERLEES acsono gaommee o | g 495 Z 9
%\ | RELATIVE DENSITY . N = OE:‘ 8 N
g i : -’jj,ﬂ' b, m .
10'=0" MIN. T e T~ 8 % Q. O
NON—WOVEN GEOTEXTILE ~/ o IS %
Q.

N RINGWALL

FILTER FABRIC
FOOTING

(" Call before you Dig

Avoid cutting underground
utility lines. 's costly.

KEY RIP—~RAP INTQ
EXIST. NATURAL GROUND
AS SHOWN

TANK PERIMETER ROADWAY B TYPICAL SECTION
NTS NTS
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\ 1-800-227-2600
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