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GRADE SEPARATIONS
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LANDSCAPE ARCHITECTS
SANDRA WENDEL 8& ASSOCIATES
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MINDEN, NV 89423

CONTACT: SANDRA WENDELL

(775) 782-8942 (775) 7828943 FAX

WINSTON ASSOCIATES, INC.

4696 BROADWAY

BOULDER, CO 80304

CONTACT: PAUL KUHN

(303) 440-9200 (303) 449-6911 FAX

CIVIL ENGINEER
RESOURCE CONCEPTS, INC (RCI)
340 N MINNESOTA ST

CARSON Ci1T1Y, NV 897034152
CONTACT: GEORGE MAHE

(775) 883-1600

STRUCTURAL ENGINEER

RL ENGINEERING

675 FAIRVIEW DRIVE

CARSON CiITY, NV 89701

CONTACT: ROB LAUDER

(775) 884-3205 (775) 884-3265 (FAX)

VISUAL CONSULTANT

MARIO ECHEVARRIA
2715 GRINNELL DRIVE
LONGMONT, CO 50503
(303) 682-5853
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Nen Boulder, Type |
See Detail 3, 5D 8049

Nen Boulder Type 2,
See Detall 3, 5D 804

Talus Slope (Proposed)
See Detall 7, 5D 604

Existing Talus Slope
Protect |In Place

x| Existing Fence
| Proposed NDOT B-45 Fence
U Proposed Chainlink Fence
| Temporary Sediment Logs,
| See Detall 4, SD-604
NOTES:

l. See Irrigation Plan Sheets for
all sleeve locations

2. Install construction fencing on
steep slopes to restrict
construction activities to those
areas (as necessary) to install the
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for approval by construction
manager prior to installation of
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plans. The exact locations shall be
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Sculpture, See Detalils

Exlsting Bovlder
Protect in Place

Nen Boulder, Type |
See Detall 3, 5D 5049

— | Nen Bovlder Type 2,
See Detall 3, D 804

Talvs Slope (Proposed)
See Detail 7, SD 804

Existing Talvs Slope
Protect In Piace

Existing Fence
Proposed NDOT B-45 Fence

Proposed Chainlink Fence

Temporary Sediment Logs,
See Detall 9, SD-804

NOTES:
l. See Irrigation Plan Sheets for
all sleeve locations

2. Install construction fencing on
steep slopes to restrict
construction activities to those
areas (as necessary) to install the
proposed Improvements. Stoke
for approval by construction
manager prior to installation of
fencing.
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plans. The exact locations shall be
determined by the contractor at
the time construction begins in an
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proposed Improvements. Stake
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NOTES:
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STA. 'O' 429+02 .49 (8624 RT.)@
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I % i R b S S S e s e e
- o VRN
517—804 i
: U.S. HIGHWAY 395 (NORTHBO METAL SAM ¢ NELLIE DAVIS cUT-0UT/ 2 )
o O ( UND) STA. 'O' 428+53.86 (£2.03' RT.) 60-204/
‘ 5.' . D /4 \METAL POND CUTOUT METAL CON WITH R
Nt e S D-804/ STA. 'O' 429+13.30 (80.29' RT.) 2 DAVIS CHILDREN cUT-0UT /5 )\
\3-’: | STA. 'O' 428+63 .62 (8162 RT P24
Luig e e U S e b I
? I e ‘ T o ] O' LINE
u ; G gy o m’/ﬁ/’ T — T T e '“"’;:J‘f” e T s 777/77
| ! = i, : 7 » e — - = — —_ - e S .
: ~N&' LINE e e ADD NDOT TYPE B-45 (BE@&N)@\ o o
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1 oy . BID ALTERNATE 1)
: | St ~ REMOVE EXISTING 6' FENCE STA. Of 450+65.3 (8760 LT)e209
i NEW &' CHAIN LINK FENCE (END)
oy STA. 'Ol 430+42.84 (62.11' LT.) @
A Y5 ] % SD-604
2 l P S //x,;//,_; Bt s » , " %
1 L it i A NEN BOULDERS TYF’.m U.S. HIGHWAY 395 (SOUTHBOUND)
i . ADD NDOT. TYPE | W
: UTYPE
. B-45 (END) TALUS SLOPE
: (5 NstAr S BID ALTERNATE 71
1 SHBOYSTA. Ol 43(+/7.27 | STA. OI' 430+24.75 (99.20" LT Je0-209/
i T (12233 LT) o | |
l 2'2‘ : - .
|
|
'
i REMOVE EXISTING &' FENCE (END) 5 )\
: | | NEW &' CHAIN LINK FENCE BEGIN 67809/
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; ——
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steep slopes to restrict

SHEET LEGEND:

ron. | Right of Nay

’ v Site Distance Triangles

~~_, | Proposed Contour
+HP. | High Point

Metal Cut-Out or
Sculpture, See Detalls

L
0 Existing Boulder

Protect in Place

@ Nen Bovlder, Type |

©)™ | see Detail 3, 5D 804

Nen Boulder Type 2,
See Detail 3, SD 604

Talvs Slope (Proposed)
See Detail 7, SD 604

Protect In Place

Existing Fence

Proposed NDOT B-45 Fence
Proposed Chainlink Fence
Temporary Sediment Logs,
See Detall 4, 5D-609

G2\ | Existing Talus Slope
/
o

NOTES:

l. See Irrigation Plan Sheets for
all sleeve locations
2. Install construction fencing on

construction activities to those
areas (as necessary) to install the
proposed improvements. Stake
for approval by construction

manager prior to installation of
fencing.

3. The location of temporary straw
nattles is generally shonn on the
plans. The exact locations shall be
determined by the contractor at

the time construction begins in an
area.

ISSUE RECORD / REVISION:
PURPOSE DATE:

BID SET 03-11-2011

WINSTON 4696 Broadway

Boulder, CO 80304
/5 Tel: 303-440-9200
[ ) Fax: 303-449-6911

ASSOCIATES eronassoctatescom

. Resource

E Concepits,
— Inc. P

Engineering « Planning  Resource Management

340 N. Minnesota Street, Carson City, Nevada 89703
(775)883-1600 WWW.rci-nv.com

OB I e

A A N

(Not to Scale)

CARSON CITY FREEWAY
CARSON CITY, NEVADA

@ LANDSCAPING PROJECT

o 100 20 40°
[ |

SCALE 1"=20"

PREPARED FOR:

NORTHGATE LANE/

SHEET NAME:

GRADE SEPARATION
SITE PLAN

DATE: 03-11-2011

DRAWNBY: RLR

CHECKED BY: PMK

SHEET
NUMBER:

SP302




% N NN N N NN NN NN N NN N NN N N N N N N AN N NN AN N NN RN NN W BN NN NN A AN NN N S A N R N A N S N AN AN SN SN SN AR A SN N AR N SN BN O AN N AN BN RN AN AN NN NN NN AN SN NN NN AN SN SN A BN NN S AN BN NN SN AN S N N N A N NN NN NN AN SN R BN NN NN NN R RN N NN NN NN N SN R NN NN AN N RN RN NN R N RN NN AR NN N N NN ISSUE RECORD / REVISION:
- SHEET LEGEND: PURPOSE DATE:
. - ron. | Right of Nay - BID SET 03-11-2011
: 7 Site Distance Triangles BID SET-REVISIons 04:-21-2011
" CONSTRUCTION ACCESS .~ .| Proposed Contour |
] NOTE: RESTORE CONSTRUCTION ACCESS i i
i TO ORGINAL CONDITION Pgoégﬁi‘if:gg tRE Tﬁ:;ﬂ::_wt o
1 . - WINSTON 4606 Broadway
—_— — ! Sculpture, See Detalls
T B ———— i —— e — - RON — - L st B ¥ Boulder, CO 80304
" , _ — T T Tee—— xIsting Bovlder A Tel: 303-440-9200
- & \METAL COW GRAZING CUT-OUT \s\ - 2\ G0 Protect in Place %/// Fax: 303-449-6911
i W5TA. RI4A' 26+55.23 (30.24' RT) oc ~ <R @ New Bovlder, Tupe | . winstonassociates.com
5 - A ACCESS GATE ©®| see Dotal 3, 25 504 ASSOCIATES
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/1 \TALUS SLOPE BID ALTERNATE

CONSTRUCTION FENCING;
SEE NOTE, TYP.

SD-809/STA. 'Ol' 385+02.18 (97.54' RT))

"4\ ORE CART TRACKS (BEGIN)

/"3 \NEN BOULDERS
50-80) TYPE |

E0-205/ STA. 'Ol 384+824| (I5.43' RT.)
/2 \SILVER ORE VEINS PAINTED

sp-805) ON SLOPE PAVING

BID ALTERNATE

/"6 \METAL CUT OUT MINER GROUP

% D805/ STA. 'O 3o4+d8 47 (43.84' LT\

s, w O
%,

g s S s

s W
K

s G L

%,

/1 \SIDENALK RELOC&"@ON‘(BE@JN
5D-809/STA. 'Ol' 384+44.26 (55 &3 LT)

ORE CART TRACKS (END)
- (4 \To MINEHEAD

@STA 'Ol 284+|3 45 (5|e«q l_T)

REGRADE AS NECESSARY TO MAINTAIN
DRAINAGE AROUND RELOCATED SIDENALK
AND FLOW TO DRAIN INLET

\

l-------------------------------------------------------------------------------'--------------------------------------------------------‘
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1
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3
TALUS SLOPE - 2
BID ALTERNATE /97 2
STA. Ol' B&Sué 28 \ep-804 .
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‘s
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/

ORE CART TRACKS TO

| %,ﬂz% (6.13' RT)

MINE HEAD

STA. 'OI' 384+72.76 (613 RT.)/

A R R R A

ORE CART A [ |
STA. Ol 364 &80

e B

T

" REMOVE 87 L OF EXISTIN :

: %
; ; % .
S e ”/% -
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'///‘

CONCRETE WALK

/'GX‘ LINE

METAL MINER

CUT-OUT A (WITH DRILL)

SIDEWALK LOCATIONS:

\
\

ORE CAF&T B

STA. Ol 284+4372 (22.02' RT.)W

METAL MINER CUT-OUT (B)

A

STA. Ol 3864+26 83 (27.04 RT.)@

W

SILVER ORE VEINS PAI

\

\

-\

ON SLOPE PAVING
BID ALTERNATE

- STA. 'Ol 3&4#4! 40 (19 65 LT)W

SIDENALK R@_OCATION END) 1)
STA. Ol 3&5+&5 29 (30.48' RT)W

SD- &05

\

N\

\

ORE CART TRACKS\(BE@N)

[ 4

STA. 'Ol' 3863+65.20 (|

.40 RT Jep-805)

NOTE: CONTRACTOR TO

PROVIDE MINOR

ADJWSTMENTS TO\EXISITING
GRADES TO ACCXIODATE

IMPROVEMENTS

ORE CART A

\

Y

ORE CART B

STA. 'Ol' 282+98.04 (10843 RT.W

/3

(loe.67 RT.)

INEW EMBEDDED [/ 4\

 BOULDERS

ORE CART TRACKS (END)

STA. 'Ol' 2862+92 53 W

(4

STA. 'Ol' 2862+79.87 (£68.43' RT.)\sp

&X' LINE
E. COLLEGE PARKWAY

D-805
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SEE SHEEZ,SP 403

SEE SHEET SP 402
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SHEET LEGEND:

ron. | Right of Way

Site Distance Triangles
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~ .| Proposed Contour

High Point

Metal Cut-Out or
Sculptire, See Detdlls
Exlsting Bovlder

Protect in Place

New Bouvlder, Type |
See Detail 3, SD 809

+ ’
1 xr 7
: '—“ 1
i : \

&
®

Nen Boulder Type 2,
See Detall 3, 5D 609

See Detall 1, 5D 604

Existing Talus Slope
Protect In Place

Talvs Slope (Proposed)

E><|st1ng Fence

Proposed NDOT B-45 Ferce |

Proposed Chainlink Fence

See Detall 4, SD-509

Temporary Sediment Logs,

NOTES:

l. See Irrigation Plan Sheets for
all sleeve locations

2. Install construction fencing on
steep slopes to restrict
construction activities to those
agreas (as necessarg) to install the
proposed improvements. Stake
for approval by construction
manager prior to installation of
fencing.

3. The location of temporary stranw
wattles is generally shonn on the
plans. The exact locations shall be
determined by the contractor at
the time construction begins in an
area.

(Not to Scale)

ISSUE RECORD / REVISION:
PURPOSE DATE:

BID SET 03-11-2011

WINSTON 4696 Broadway

Boulder, CO 80304
) Tel: 303-440-9200
%/ﬁ Fax: 303-449-6911

winstonassoclates.com

ASSOCIATES

= Resource

E n t
~ ﬁg ceptS,

Engineering ¢ Planning e«

340 N. Minnesota Street, Carson City, Nevada 89703
(775)883-1600 WWW.Ici-nv.com

Resource Management

CARSON CITY FREEWAY
CARSON CITY, NEVADA

$ LANDSCAPING PROJECT

SCALE 1"=20’

PREPARED FOR:

SHEET NAME:

EAST COLLEGE PARKWAY
INTERCHANGE SITE PLAN

DATE: 03-11-2011

DRAWN BY: RLR

CHECKED BY: PMK

SHEET
NUMBER:

SP401




----------%
%

A\

G SE——— m— — ES——— e

E. COLLEGE PARKWAY

/T I\ORE CART A

SEE SHEET SP 401
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4\ ORE CART TRACKS (BEGIN)

SHEET LEGEND:

ron. | Right of Way

/] Site Distance Triangles

cp-805)STA. Ol B82+9439 (12638 LT.)

AN

N
N

3\ ORE CART B

SD-805/STA. 'Ol 2863+00.00 (128.72' LT.)

[ 4\ ORE CART TRACKS (END)

WTA. 'Ol' 3862+6330 (120.40' LT))

SD-805/ STA. 'Ol' 283+37.860 (I09.14' LT

s

.~ .| Proposed Contour

SD-805/5T

+HP. | High Point

Metal Cut-Out or
Sculpture, See Detalils

L
020 Existing Boulder

Protect in Place

@ Nen Bovlder, Type |
o®

See Detail 3, 5D 609

-~ — | Nen Bovlder Type 2,
-7 = | See Detall 3, 5D 804

Talus Slope (Proposed)
See Detall 1, 5D 804

&2R), | Existing Talvs Slope

Protect In Place

Existing Fence

eI
—_ | Proposed NDOT B-45 Fence
T Proposed Chainlink Fence

Temporary Sediment Logs,
See Detall 9, SD-8604

NOTES:
l. See Irrigation Plan Sheets for
all sleeve locations

2. Install construction fencing on
steep slopes to restrict
construction activities to those
areas (as necessary) to install the
proposed improvements. Stake
for approval by construction
manager prior to installation of
fencing.

3. The location of temporary stran
wattles Is generally shonn on the
plans. The exact locations shall be
determined by the contractor at
the time construction begins in an
area.
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& ) %
"&, W ‘
%,' w, %, ORE CART TRACKS (END)
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/_5 \STEEL CUTOUT MINER E STEEL CUT OUT MINER F /&
R 5ILVER ORE VEINS PAINTED/ 2 \
e TALUS SLOPE ON SLOPE PAVING \ep-205/
BID ALTERNATE (17 Bi> ALTERNATE
olh ! Sp-804
m ORE CART A STA. 'Ol' 381+07.19 (9047 LT.)
5D-205)\éD-805) METAL MINER D
STA. 'O' 38(+860.36
(4 &5RT)
STEEL CUT OUT |
7 \MINER D

&2

N /RléA LINE

Q

NOTE: | /9@

REGRADE AS NECESSARY TO MAINTAIN = )

DRAINAGE AROUND RELOCATED SIDEWALK 5

W AND FLOW TO DRAIN INLET ‘%\
y
/l’o&/\
¢ 7
&
& ©3
n ‘329 (/ 1,
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i O/l/ * /9 7/
| ,,9 /G
N “ 's'e,
~:\ 4%0/ 0‘%‘@ /ov LINE
\ ,9, 5
) v A
N @O
<
\ /I/O
N /4

NEW BOULDERS, TYP. [/ 3
TYPE | &D-804

C NEN IRRIGATION

New Electric Meter
Pedestal for
Irrigation veage
installed by
Contractor

CONTROLLER

CSTA. RIBA 16+48 00 (82.96' RT.)

SCE IRRIGATION SHEETS
NOTE: RECLAIMED WATER

VALVE. ADJIUST
TO FINISH GRADE-

//////7 SEE IRRIGATION SHEETS
Y
<
‘®
@%\
@)
A,\%
",
70}
3
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RIBA' L

PEDISTALS.

NOTE: SEE SFPECIAL CONDITIONS FOR
INFORMATION ON INSTALLING NEN ELECTRICAL

SIDEWALK LOCATIONS:

-----------------------------ie---------------------------------------------------------------------------------------------------------l

SHEET LEGEND:
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Site Distance Triangles
.~ .| Proposed Contour
+HP. | High Point

Metal Cut-Out or
Sculpture, See Details

Existing Boulder
Protect in Place

Nen Bovlder, Type !
See Detail 3, SD 6049

Nen Boulder Type 2,
See Detail 3, SD 604

Talus Slope (Proposed)
See Detall 7, 5D 8049

Existing Talus Slope
Protect In Place

/

Existing Fence

Proposed NDOT B-45 Fence

Proposed Chainlink Fence

Temporary Sediment Logs,
See Detall 9, SD-8604

NOTES:

l. See Irrigation Plan Sheets for
all sleeve locations

2. Install construction fencing on
steep slopes to restrict
construction activities to those
areas (as necessary) to install the
proposed improvements. Stake
for approval by construction
manager prior to installation of
fencing.

3. The location of temporary stran
wattles s generally shonn on the
plans. The exact locations shall be
determined by the contractor at
the time construction begins in an
area.
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NOTES:
l. See Irrigation Plan Sheets for
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2. Install construction fencing on
steep slopes to restrict
construction activities to those
areas (as necessary) to Install the
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for approval by construction
manager prior to installation of
fencing.

3. The location of temporary stran
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determined by the contractor at
the time construction begins in an
area.

(Not to Scale)

ISSUE RECORD / REVISION:
PURPOSE DATE:

BID SET 03-11-2011

WINSTON 4696 Broadway

Boulder, CO 80304
/ Tel: 303-440-9200
///ﬂ Fax: 303-449-6911

winstonassociates.com

ASSOCIATES

= Resource

E Con
— ﬁ]cé cepts,

Engineering « Planning « Resource Management

340 N. Minnesota Street, Carson City, Nevada 89703
(775)883-1600 WWW.Ici-nv.com

CARSON CITY FREEWAY
LANDSCAPING PROJECT
CARSON CiITY, NEVADA

o

0 10" 20 40’

[ S R |

SCALE 1"=20"

PREPARED FOR:

SHEET NAME:

CARMINE-NORTHRIDGE
GRADE SEPARATION
SITE PLAN

DATE: 03-11-2011

DRAWN BY: RLR

CHECKED BY: PMK

SHEET
NUMBER:

SP501




e
%

SEE SHEET SP 501 . , | '
SEE SEEET SP 502 ¢ P - , — , ol

/

/2 W -

\‘\
EN
-

CARMINE STREET

Q)

@

»

BID ALTERNATE 3\ 7 o
HANK MONK IMAGE @
AND TEXT SANDBLASTE

AND STAINED IN

\ THE SLOPE PAVING

ACCESS GATE, - PROTECT IN PLACE

\

i &
R

\ BID ALTERNATE -~
) \ 6 \SANDBLASTED AND STAINED TTEXT
cC % 50-606)STA. 'Ol' 353+03.62 (110.42' RTY) METAL STAGECOACH EUT-OUT B END/ 5
(D STA. Ol 330+27.12 (880 RT.) \eo-605)
U) G . i . . T T, . I, | S, o | S, % o s e ey s e s s
T | 2 METAL STAGECOAC R
g o\ HORSES CUT-OUT B BESIN 2
z 9\ NEW BOULDERS, TvP./ 3 TALUS SLOPE . STA. Ol 32929 21 (8872 RT) ™ \ep-s09)
> TYPE | @ T \BID ALTERNATE ' \
Z 25-809/5TA. 'Ol 330+3290 (94,14 RT) \
\
/"4 \BID ALTERNATE \
$D-806) HORACE GREELEY IMAGE P
AND TEXT SANDBLASTED AND P ///, L' LIN
STAINED IN SLOPE PAVING /R”A LINE \ —
| Y\ TALUS sLoPE \
BID ALTERNATE v 1N
STA. 'Ol' 329+26.13 (1105 T.)W
\ |
\ v
\
Ol' LINE
c / \ \
%) \

-
7
[@p) ‘ :
| | \
<
%
///(
\

\
\

-

z
(gl
@)
% \
D 4
5

\ o™

/‘RtOA' LINE
o' LINE/

Y

-~

~

SHEET LEGEND:
Ron. | Right of Way
Site Distance Triangles
.~ .| Proposed Contour
R H.P. High Point
I Metal Cut-Out or

Sculpture, See Detalils

m Existing Bovulder
Prql;qgt in Place
Nen Boulder, Type |
@@@ See Detall 3, 5D 86049

Nenw Boulder Type 2,
See Detall 3, SD 2049

Talvs Slope (Proposed)
See Detall 7, SD 604

Existing Talus Slope
Protect In Place

Existing Fence

Proposed NDOT B-45 Fence

Proposed Chainlink Fence

Temporary Sediment Logs,
See Detail 9, SD-804

NOTES:

l. See Irrigation Plan Sheets for
all sleeve locations

2. Install construction fencing on
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l. See Irrigation Plan Sheets for
all sleeve locations

2. Install construction fencing on
steep slopes to restrict
construction activities to those
areas (as necessary) to install the
proposed Improvements. Stake
for approval by construction
manager prior to installation of
fencing.

3. The location of temporary stran
wattles is generally shonn on the
plans. The exact locations shall be
determined by the contractor at
the time construction begins in an
area.
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NOTES:

l. See Irrigation Plan Sheets for
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for approval by construction
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the time construction begins in an

areaq.

(Not to Scale)

ISSUE RECORD / REVISION:
PURPOSE DATE:

BID SET 03-11-2011

WINSTON 4696 Broadway

Boulder, CO 80304
/ Tel: 303-440-9200
//,,@ Fax: 303-449-6911

winstonassociates.com

ASSOCIATES

~— Resource

E= Con
— I(r:1(c): cepts,

Engineering « Planning « Resource Management

340 N. Minnesota Street, Carson City, Nevada 89703
(775)883-1600 WWW.ICi-nv.com

CARSON CITY FREEWAY
LANDSCAPING PROJECT
CARSON CITY, NEVADA

o

o 10° 20’ 40’

[ R - !

SCALE 1"=20"

PREPARED FOR:

SHEET NAME:

HIGHWAY 50 (EAST)
INTERCHANGE
SITE PLAN

DATE: 03-11-2011

DRAWN BY: RLR

CHECKED BY: PMK

SHEET
NUMBER:

SP602




